
LED Linear Lights

ENERGY HARNESS™ LED linear lighting is designed to replace existing 
fluorescent T8 and T12 lighting with energy saving and long lasting LED 
technology, providing better lighting and 50% to 65% energy savings. Only 
the bulbs and ballasts are replaced, saving additional waste and expense by 
reusing the existing fixtures.

· LED Array ................................................ SMD3014
· Driver ........................................................... Internal
· Capacitors ..................................................Rubicon
· Output Voltage ........................................24-48VDC
· Input Line Voltage ................................. 90-277 VAC
· Input Line Frequency .................................50/60 Hz
· Power Factor ...................................................  0.90
· Efficacy ................................................ 90-105 lm/w
· System Life .............................................50,000 Hrs
· Color Temperature ....................... 2,700K to 6,000K
· Color Rendering Index (CRI) ............................. > 80

· Beam Angle ......................................................120º
· Operating Temperature ........................... 40ºC-50ºC
· Protection ............................................Over-voltage
· Start/ReStart Method .............................. InstantON
· Materials ..................................... Aluminum and PC
· Covers ............................... Clear, Frosted, Stripped
· Bases ..............................................G13, R17d, FA8
· All Components ..........UL, ETL,CE, FCC Compliant
· RoHC Compliant ................................................Yes
· Driver Rating ..................................................... IP40
· Warranty .......................................................3 Years

PRODUCT SUMMARY

EHC Part Number EH48-T8-  EH60-T8-   EH72-T8-   EH84-T8-    EH96-T8-
  18WUL 22WUL 28WUL 32WUL  38WUL

Fluorescent Replacement  32W-40W  50W-75W  55W-85W  70W-100W  60W-110W

Total Power Usage  18W  22W  26W  32W  36W

Luminous Flux (lm)  1,890  1,980  2,340  2,880  3,780

Efficacy (lm/w)  105  90  90  90  105

Actual Length (mm)  1198  1448  1797  2057  2367

Bases Available  G13  G13, R17d  G13, R17d  G13, R17d  G13, R17d, 
      FA8

 “Lighting  
that makes  
    sense”
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