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LED Retrofit Light Kits

ENERGY HARNESS™ LED upgrade light kits are designed to replace most 
existing Metal Halide and High Pressure Sodium lighting with energy saving 
and long lasting LED technology, providing better lighting and 65-80% energy 
savings. Only the internal lighting components are replaced, saving additional 
waste and expense by reusing the existing fixtures...it just makes sense!

· LED Array .................... Compact High Flux Density
· Input Line Voltage ................................. 90-305 VAC
· Input Line Frequency .................................50/60 Hz
· Inrush Current Peak .............................< 30A@25ºC
· Power Factor ................................................. > 0.94
· Off State Power Draw .................................. 0 Watts
· Efficacy .............................................. 117-156 lm/w
· System Life .............................................70,000 Hrs
· Lumen Maintenance@50,000hrs ...................< 70%
· Cooling System* ............ Proprietary Passive/Active

· Color Temperature .................... 5,000K and 5,600K
· Color Rendering Index (CRI) ............................. > 70
· Min/Max Starting Temperature ............. -30°C-65°C
· Operating Temperature ..........................-20ºC-85ºC
· Protection ......................Over-voltage, Over-current
· Start/ReStart Method .............................. InstantON
· Impact Resistance ........................................... 1 g/s
· All Components .........UL, ETL, CE, CSA Compliant
· FCC Compliant .................... 47CFR, Part15 ClassB
· RoHC Compliant ................................................Yes
· Warranty .......................................................5 Years

PRODUCT SUMMARY

*patents pending

EHC Kit Number 030-LK 060-LK 090-LK 120-LK 180-LK 240-LK 240-ULTRA 320-LK

HID Replacement* 100-175W 150-400W 250-400W 400-600W 600-850W 1000-1200W 1000-1200W 1200-1500W

Luminous Flux (lm) 4287 9100 12400 14346 24904 28692 36420 41508

Efficacy (lm/w) 156 138 125 117 125 117 142 133

Input Voltage (VAC)** 120-277 120-277 120-277 120-277 120-277 120-277 120-277 120-277
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